
Am #0003 - 1

DEPARTMENT OF THE ARMY
Omaha District, Corps of Engineers

106 South 15th Street
Omaha, Nebraska  68102-1618

 _________________________________
 :NOTICE:  Failure to acknowledge :          Solicitation No. DACW45 02 B 0007
 :all amendments may cause rejec- :
 :tion of the bid.  See FAR       :          Date of Issue: 01 Mar 2002
 :52.214-3 of Section 00100       :          New Date of Opening: 24 Apr 2002

                                             Amendment No. 0003
                                             12 April 2002

SUBJECT:  Amendment No. 0003 to Specifications and Drawings for Construction of
  Wood River Flood Protection, Grand Island, NE

          Solicitation No. DACW45 02 B 0007.

TO:       Prospective Bidders and Others Concerned

1. The specifications and drawings for subject project are hereby modified
as follows (revise all specification indices, attachment lists, and drawing
indices accordingly).

a. Specifications.  (Descriptive Changes.)

(1) Page 00010-1, delete date and time of bid opening shown and
substitute "24 Apr 2002" at "2:00".

(2) Page 01200 Page 6, paragraph 1.8.1  delete the last sentence
and substitute the following:

“The Contractor shall obtain right of entry to the Union Pacific Railroad
property by the use of the attached EXHIBIT A,  “Contractor’s Right of Entry
Agreement at Wood River Flood Control Project, Grand Island, Nebraska”.  The
contractor will be responsible for all cost associated with the processing
and conditions of this agreement. “

(3) Section 01355 Page 12, delete paragraph 3.4.4  “Burning” and
substitute the following:

“3.4.4 Burning

Burning may be allowed on the project site.  Locations, manner of burning and
time shall be subject to approval by Hall County, the Central Platte NRD and
the Contracting Officer.  All required permits shall be obtained by the
contractor prior to any burning. “

(4) Section 01355 Page 14, revise paragraph numbering as
follows:

a) Paragraph 3.7 should read “Not Used”

b) Change paragraph number “3.10.1” to paragraph number
    “3.9.1”

c) Change paragraph number “3.9.1” to paragraph number
    “3.9.1.1”
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d) Change paragraph number “3.10.1.2” to paragraph number
     “3.9.1.2”

(5) Section 01500 Page 1, paragraph 2.2, after “(excluding
topsoil)” add “and excluding the horizontal portion of the embankment drain.”

(6) Section 01500 Page 1, delete paragraph 2.3 and substitute the
following:

“2.3 Payment.  Payment for compacted embankment shall be based on the unit
price per the C.Y. indicated for item No. 2 on the bidding schedule, times
the number of C.Y. as determined under paragraph 2.2.”

(7) Section 01500 Page 4, delete paragraph 11.2 and substitute
the following:

“11.2  Measurement.  Per Ton. Underwater fill material will be measured for
payment by the number of tons satisfactorily placed as specified.  The
underwater fill material shall be weighed:  (1) on public or private scale
which have been certified by the State. The contractor shall furnish the
Government Inspector a copy of each printed weigh bill when self printing
scales are used, or a copy signed by a public or bonded weighmaster as each
load is delivered; or  (2) underwater fill may be weighed on Contractor
furnished scales under the supervision of the Government Inspector. Each
printed weigh bill shall contain the following: date, unit number, time of
gross, tare and net weight, name of project, name of contractor, contract
number and signature of bonded weighmaster.  All underwater fill material
shall be weighed to the nearest 20 pounds and the net weight reduced to the
nearest hundredth of a ton. “

(8) Section 01500 Page 4, delete paragraph 13 and substitute the
following:

“13. SEEDING AND MULCHING

 13.1 Work Included.  The work of this item shall include but not be limited
to furnishing labor, equipment, seed, mulch, and all other incidental work
needed to complete the requirements according to the drawings and
specifications.

 13.2 Measurement.  Lump Sum

13.3 Payment.  Payment for this item shall be the lump sum amount, made on a
progressive basis, based on the percentage of work completed. “

(9) Section 01500 Page 5, paragraph 14.1, add the following to
the end of the paragraph:  “The work under this item shall also include
topsoiling and seeding of spoil areas from disposal of excavated wetland
material.”

(10) Section 02212 Page 2, paragraph 3.6.2, line 1 delete “Grain
Size Analysis shall be performed in accordance with ASTM D 422.”  And
substitute “Grain size analysis for embankment drain material and underwater
fill shall be performed in accordance with ASTM C 136.”

(11) Section 02245 Page 3,
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a)  Paragraph 1.6.3.3, add the following sentence to the
end of the 1st paragraph: “AASHTO T 103 test shall be performed on bedding
material only. See paragraph 1.6.3.5 for freeze thaw testing of riprap.“

b) After paragraph 1.6.3.4, add the following new
Paragraph:
“1.6.3.5, Freeze Thaw Testing For Riprap.
Testing of riprap shall be in accordance with Corps of Engineers CRD C 144,
Standard Method for Testing of Stone for Resistance to Freezing and Thawing.
The maximum loss at 20 cycles shall not exceed 20 percent by weight. “

c) Paragraph 2.1.1, delete the first sentence reading “All
stone for stone protection shall be durable . . . Contracting Officers
Representative.”  And substitute the following:

“All stone for stone protection shall be durable quarried rock or crushed
concrete as approved by the Contracting Officer’s Representative.  After the
fist sentence add a new sentence as follows: If crushed concrete is used the
material shall contain no reinforcing steel and testing as prescribed in
paragraphs 1.6.3.1, 1.6.3.3, 1.6.3.3.1, 1.6.3.3.2, 1.6.3.4 and 1.6.3.5 shall
be conducted at the following frequencies:

Type A riprap every 200 tons
Type A bedding every 100 tons
Type B riprap every 100 tons
Type B bedding every 50 tons

All tests specified above for stone riprap protection shall be submitted to
the contracting officer (G-RE submittal). “

d) Paragraph 2.1.2, after the first sentence add the
following new sentence:  “If crushed concrete is used for riprap the
individual riprap pieces shall not be slabby and have an aspect ratio length/
thickness of 3/1.  The Contracting Officer reserves the right to reject any
riprap that he considers too slabby and does not meet the required aspect
ratio.”

(12) Section 02300 Page 10,  Delete paragraph 3.4.8 and substitute
the following:

“3.4.8 Floor Stand and Gear Box

Floor stand for the sluice gate shall be of the rising stem, double speed,
geared, hand-crank type with an electric motor drive and controller.  The
electrical motor and its controller shall comply with Section, 16415A,
ELECTRICAL WORK, INTERIOR – MOTOR.  A clear means for engaging the electrical
motor while disengaging the manual hand-crank and for engaging the hand-crank
while disengaging the electrical motor shall be provided.  This transfer
means may be a single gear or several gears and shall have a lockable
position for disengaging both the hand-crank and the electrical motor.
Travel limit switches shall be provided for automatically stopping the motor
from overdriving in both the full open and full closed positions.  The
Contractor shall provide documentation for operation and maintenance of the
sluice gate, the electrical motor, the motor controller, the limit switches,
and the automatic-manual transfer gearing with locking provisions.  It shall
be equipped with ball or roller type thrust bearings above and below the
operating nut to take both upward and downward thrust.  The operating nut
shall be of bronze, with acme threads, driven by steel bevel gears or a
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combination of spur and bevel gears with machine-cut teeth.  The gear ratio
shall be a minimum of 4:1.  The maximum pull on the crank or handwheel shall
not exceed 40 lbs. for operation of the gate.  With 16 turns per minute of
the crank or handwheel, the rate of closing or opening the gate shall be not
less than 1 inch per minute.  The floor stand and gear box shall be capable
of operating with only minor maintenance (lubrication, external cleaning,
etc.) after being immersed in water.  The top of the rising stem shall be
fitted with a threaded stop nut, capable of being fixed in the adjusted
position, to prevent downward overtravel of the stem.  The stem shall also be
provided with an adjustable collar which, by contact with the body of the
hoist or concrete slab, will prevent upward overtravel of the stem.  All
working parts shall be fully enclosed and arranged for complete lubrication.
The floor stand shall be equipped with a substantial vandalproof, dirtproof
stem cover and a position indicator which will accurately indicate the
position of the gate leaf.  Where counter type position indicators are
furnished, "open" and "closed" readings shall be stamped on a brass plate
that shall be permanently fastened to the floor stand.  Markers shall be
provided to indicate the direction of rotation of the crank or handwheel for
opening or closing the gate.  Hand crank or handwheel shall be readily
removable when the gate is not in operation. The Contractor shall provide a
locking cap or device to be in place on the automatic-manual transfer gearing
while in the disengaged position (both the electrical motor and the hand-
crank).  A padlock shall provide positive locking of the device such that the
hoist stub shaft cannot be operated by unauthorized persons. “

(13) Section 02500 Page 1, paragraph 3.1, delete the 1 st sentence
and substitute the following: “Surfacing material shall consist of crushed
rock or crushed concrete as specified hereinafter.”

(14) Section 02500 Page 1, paragraph 3.2, add the following to the
end of the paragraph:

“If crushed concrete is used, the contractor shall substitute ASTM C 88-90,
Magnesium Sulfate Soundness test with ASHTO T 103, Soundness of Aggregate by
Freezing and Thawing test, Method A. “

(15) Section 02500 Page 2, paragraph 3.3, gradation table, add the
following to the end of the table:

Sieve Size                                 Percent Passing

“No. 200                                         0-5 “

(16) Section 02500 Page 2, paragraph 4.2.1 add the following to
the end of the paragraph:

“If crushed concrete is used initial test shall include the following tests

       Wear Test
       Soundness of Aggregate by Freezing and Thawing Test
       Flat and Elongated Particles Test
       Gradation            “

(17) Section 02500 Page 2 , paragraph 4.2.2 add the following to
the end of the paragraph:

“If crushed concrete is used, control test shall include Wear Test,
Soundness of Aggregate by Freezing and Thawing Test - Method A, Flat and
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Elongated Particles Test and Gradation Test. One of each of the above test
shall be performed for every 1000 tons of material delivered to the
project. All tests specified above for levee surfacing shall be submitted
to the contracting officer (G-RE submittal). “

(18) Section 02935 Page 3, delete paragraph 2.1.1.2, and
subparagrahs 2.1.1.2.1, 2.1.1.2.2 and 2.1.1.2.3 and substitute the following:

“2.1.1.2    Seed Mixtures

Seed mixtures shall be proportioned by weight as follows:

2.1.1.2.1 Riverside Seed Mixture:
                                                            Pounds Pure
       Common name and Variety                           Live Seed per Acre

Big Bluestem (Champ, Kaw, Pawnee, Roundtree, One req'd)           3.0
Canada Wildrye                                                    3.0
Virginia Wildrye                                                  3.0
Prairie Cordgrass                                                 0.5
Switchgrass (Blackwell, Cave-in-Rock, Nebraska 28,                1.0
             Pathfinder, Summer, Trailblazer, One req'd)
Indiangrass (Holt, Nebraska 54, Oto, One required)                2.0
Western Wheatgrass (Barton, Flintlock, One required)              2.0
Common Oats                                                      10.0
Slender Wheatgrass                                                2.0

* These additional grass species shall have seeds added to the mixture at the
rate of five seeds per square foot for each species listed.  Seeding
contractor shall determine the number of pounds of each seed per acre to add
to the mixture.

2.1.1.2.2  Dryland Seed Mixture "A":(Slopes equal to or steeper than 5H:1V)
                                                              Pounds Pure
       Common name and Variety                            Live Seed per Acre

Sand Bluestem (Champ, Garden, Goldstrike, One required)           5.9
Switchgrass (Blackwell, Cave-In-Rock, Nebraska 28,
             Pathfinder, Summer, Trailblazer, One req'd)          0.9
Indiangrass (Holt, Nebraska 54, Oto, One required)                3.2
Sand Lovegrass (Nebraska 27)                                      0.4
Western Wheatgrass (Barton, Flintlock, One required)              1.0
Common Oats                                                      10.0
Tall Dropseed                                                    0.29
June Grass                                                       0.14
Needlegrass                                                       1.2
Slender Wheatgrass                                                1.4

2.1.1.2.3  Dryland Seed Mixture "B":(Slopes shallower than 5H:1V)
                                                              Pounds Pure
       Common name and Variety                            Live Seed per Acre

Sand Bluestem (Champ, Garden, Goldstrike, One required)           5.9
Switchgrass (Blackwell, Cave-In-Rock, Nebraska 28,
             Pathfinder, Summer, Trailblazer, One req'd)          0.9
Indiangrass (Holt, Nebraska 54, Oto, One required)                3.2
Sand Lovegrass (Nebraska 27)                                      0.4



Am #0003 - 6

Western Wheatgrass (Barton, Flintlock, One required)              1.0
Common Oats                                                      10.0
Tall Dropseed                                                    0.29
Prairie Cord Grass                                               0.66
Big Bluestem                                                     1.67 “

(19) Section 02935 Page 4, paragraph 2.1.1.2.4, delete the 1 st

paragraph and substitute the following (list of wildflower mixture is to
remain):

“The following wildflower seed mixture shall be added to all grass seed
mixtures at a rate of 2 pounds/acre The contractor shall be responsible for
making all arrangements with seed suppliers that are necessary in order to
obtain all of the following species in adequate quantities and in adequate
time.  This will require considerable advance planning.  Lack of early
coordination shall not constitute adequate reason for changing or abandoning
these seeding requirements.  The contractor shall make all efforts to
purchase these seeds within the state of Nebraska from local and statewide
seed suppliers first.  The Prairie Plains Resource Institute, 1307 L Street,
Aurora, NE 68818-2126; Phone: 402-694-5535; E-mail: ppri@hamilton.net;
http://www.prairieplains.org/ may be able to advise and assist in acquiring
these seeds. “

b.  Specifications (New and/or Revised and Reissued) .  Delete and
substitute or add specification pages as noted below. The substituted pages are
revised and reissued with this amendment.

 Pages Deleted           Pages Substituted or Added

         00010-3 and 4                00010-3 and 4

             ---                   Attachment to Section 01200:
 “Exhibit A”

             ---                  Attachment to Section 02935:
Seeding Requirements

             ---                  Attachment to Section 02213:
Access for new wetland

                   construction area.
              ---      Attachment to Section 02213:

Haul road for spoil material
                  from wetland construction.

c.  Drawings (Not Reissued). The following drawing sheets are revised
as indicated below with latest revision date of 12 April 2002.  These drawings
are not reissued with this amendment.

(1) Sheet G-8,  Add the following to the list of notes:

“9. The construction contractor shall provide written notification to the Hall
County Park 14 days prior to starting any construction in the Hall County
Park.  Prior to this notification the contractor will have access to project
right-of-way in the park for inspection and measurement only.”

(2) Sheet G-35,  Typical X-Section Showing Genera Grading
Requirements, see leader note on far left reading “Spoil Area”, add the
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following to that note:  “For all spoil areas, add 6” of topsoil.”

(3) Sheet G-60, Eliminate the temporary right-of-way north of
the North Levee, along Shady Bend Road, which includes deletion of the dashed
lines indicating the temporary construction easement, located just below the
Match line in the upper left, along with all the bearings and distances shown
with those lines.  Also delete the detail showing the match line in the upper
right(above the Legend), along with the dashed lines indicating temporary
construction easement, and all bearings, distances and coordinates shown with
the lines.

(4) Sheet G-63, delete the scale and the scale note reading
“Scale: 1 inch = 10 feet” and substitute the scale and scale note reading
“Scale: 1 inch = 50 feet” as shown on sheet C-5.

2. This amendment is a part of the bidding papers and its receipt shall be
acknowledged on the Standard Form 1442.  All other conditions and requirements
of the specifications remain unchanged.  If the bids have been mailed prior to
receiving this amendment, you will notify the office where bids are opened, in
the specified manner, immediately of its receipt and of any changes in your bid
occasioned thereby.

a. Hand-Carried Bids shall be delivered to the U.S. Army Corps of
Engineers, Omaha District, Contracting Division (Room 301), 106 South 15th
Street, Omaha, Nebraska 68102-1618.

b. Mailed Bids shall be addressed as noted in Item 8 on Page 00010-1
of Standard Form 1442.

3. Bids will be received until 2:00 p.m., local time at place of bid
opening, 24 April 2002.

Attachments: Spec Pages listed in 1.b. above

U.S. Army Engineer District, Omaha
Corps of Engineers
106 South 15th Street
Omaha, Nebraska  68102-1618

12 April 2002
MFS/4411
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BIDDING SCHEDULE
 Bid
Item                                    Estimated                 Unit
 No.        Description                 Quantity     Unit         Price     Amount

1.   Clearing and Grubbing Job L.S.          $__________

2.   Compacted Embankment 571,416 C.Y. $________ $__________

3.   Excavation 784,344 C.Y. $________ $__________

4.   Non-Compacted Embankment 193,287 C.Y. $________ $__________

5.   Embankment Drain 68,500   Tons $________ $__________

6.   Levee Surfacing 16,363 Tons $________ $__________

7.   Topsoil 244,000 C.Y. $________ $__________

8.   Riprap 
  a) Type A 1,962 Tons $________ $__________
  b) Type B 840 Tons $________ $__________

9.  Bedding
  a) Type A Riprap 1,390 Tons $________ $__________
  b) Type B Riprap 330 Tons $________ $__________

10.  Granular Blanket Material 290 Tons $________ $__________

11.  Underwater Fill 14,000 Tons $________ $__________

12.  Subdrain Filter Material 25 Tons $________ $__________

13.  Seeding and Mulching Job   L.S. $__________

14.  Wetland Construction Job L.S. $__________

15.  Diversion Structure Job L.S.        $__________

16.  Quarry Access Road Box Culvert Job L.S.        $__________

17.  Sheet Pile Cut-off 2,475 SF $________ $__________

18.  Culvert Structure
  a) No. 1 Job L.S.        $__________
  b) No. 2 Job L.S.        $__________
  c) No. 3 Job L.S.        $__________
  d) No. 3A Job L.S.        $__________
  e) No. 4 Job L.S.        $__________
  f) No. 5 Job L.S.        $__________
  g) No. 6 Job L.S.        $__________
  h) No. 7 Job L.S.        $__________
  i) No. 8 Job L.S.        $__________
  j) No. 9 Job L.S.        $__________

19.  All Remaining Work Complete   Job L.S.        $__________
     Excluding Bid Item
     Nos. 1 thru 18 above.

    TOTAL AMOUNT (BASIC) $_______________
          (in figures)

Notes:

1. Quantities for unit priced items are estimated only and the respective unit price will
prevail in the event of an overrun or underrun subject to Contract Clauses (Section
00800) Clause "Variation in Estimated Quantities."

2. Bid prices must be entered for all items of the schedule.  Total amount bids submitted
without bid prices being entered on individual items will be rejected.  Extensions will
be subject to verification by the Government.  In case of variation between the unit
price and the extension, the unit price will be considered the bid.  In case of
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variation between the individual bid item prices and the total amount, the individual
bid prices will be considered the bid.

3. A modification to a bid which provides for a single adjustment to the total amount bid,
should state the application of the adjustment to each respective lump sum price and
unit price affected.
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